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INSTALLATION

•	 	Measuring	range	of	food	
temperature:	0-100°C

•	Measuring	range	of	furnace	
temperature:	0-300°C

•	Compatible	with	BLE	4.2	
and	transmitting	distance	
of	15FT

•	Mobile	phone	can	monitor	the	
barbecue	process	of	four	probes	
at	the	same	time

•	Configuration	of	App	
Application	Tappecue

•	Stainless	steel	pipe	structure,	
waterproof	grade	IP67

•	10	minutes	fast	charging	and	
4-10	hour	battery	life	depending	
on	environment

•	 Open	the	battery	cover	of	the	charger	and	load	the	AAA	battery

•	 The	probe	is	placed	in	the	charger,	press	the	button	&	the	indicator	light	is	on,	
indicating	that	the	probe	is	fully	charged.

•	 Remove	the	probe	from	the	charger,	press	the	button	&	the	indicator	light	not	
turn	ON,	indicating	that	the	battery	is	low	&	need	to	replace	the	battery.

•	 Remove	the	probe	from	the	charger

•	 Insert	the	probe	into	the	food	
to	be	grilled

•	 The	insertion	depth	must	be	
beyond	the	safety	insertion	line	as	
shown

Prepare tools

Insert probe 

into the food

Scan	the	QR	code	or	download	
“Tappecue”	App	in	the	Apple	Store	
or	Android	Store

Install app

FAQ

Is	the	Battery	Charged?
1.	 Take	the	probe	from	the	charger

2.	 Press	the	Button.		If	the	light	doesn’t	
appear,	then	replace	the	AAA	battery.

Is	the	Probe	Charging?
When	you	insert	the	probe	inside	the	charger,	
hold	down	the	button.		If	the	charger	light	is	
dim	or	flashing,	then	it	is	charging.

	
When	is	the	Probe	fully	charged?
Place	the	probe	in	the	charger	for	10	minutes.	
Hold	down	the	button	and	if	the	light	is	not	
blinking	or	dim,	it	is	fully	charged.


